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Part 1: Installation, Setup + Troubleshooting




Pilot2ATC® User Guide

Overview | 3
Installation | 4
XPUIPC Installation | X-Plane | 4
FSUIPC | For FSXand P3D | 6
Setting Up Adobe® Reader® | 7
Installing P2A Software | 7
Configure Joystick PTT Button | 7
Language Setup | 8
Language Packs | 8
Numeric Setup | 8
Program Setup | 9
Start The Trial | 10
The End Of The 10-Day Trial Period | 11
Purchase and Register Your Copy | 11
Interaction with X-Plane, P3D and FSX | 12
Uninstalling | 12
Networked Installation | 12
P3D/FSX Networked Installation | 13
Method #1 | 13
Method #2 | 14
Method #1 or #2 | 14
X-Plane Networked Installation | 15
SPAD-Next Setup | 16

Troubleshooting ‘ 18

Connection Issues | 18

No Response From ATC | 18

Grammar Help Replay Not Audible | 18
Speech Recognition Settings | 19

P2A and Radio Settings | 20

Microphone Trouble Shooting | 21

Voice Recognition | 21

Windows Speech Recognizer Language | 22
Chart Display Issues | 22

Program Disappears When Open | 22

Windows 8 | 10 Language Settings | 23

Installing a New Language in Windows 8 or 10 | 25
Windows 7 Language Settings | 27

Installing Additional Microsoft® Voices | 28

Page 2 of 32
v.1.0 - 15 March 2020 | ©2014-2020 — P2A | All rights reserved.



Pilot2ATC® User Guide

Overview

P2A is a companion Windows® application for use with any flight simulator (SIM) compatible with FSUIPC (Microsoft®
Flight Simulator X, Prepar3D®) or XPUIPC (X-Plane). It provides 2-way voice radio communication between you and
simulated ATC Controllers, making your flight simulator experience much more engaging and providing an opportunity
to learn ATC radio procedures without having to “go live” on-line.

P2A also provides numerous other capabilities intended to make your flight more enjoyable and realistic:

e VFR and IFR Flight Planning — including Airways, SIDs, STARs and Approaches;

« Moving Maps (Worldwide Satellite, Street, Hi and Low IFR Charts, Topographical maps and US VFR Sectionals);

« Airport Diagrams and Approach Plates (US Only);

o PDF File viewer view any Diagram or Approach Plate you can download to your PC, enabling global coverage for
charts and approach plates, etc.;

o Built-in browser capability for worldwide airport and approach plates;

e Airport Information;

o “Glass” Radio stack with Frequency Finder;

o Real Time Weather;

o Selectable Radio Chatter;

o Automatic Pilot (works with most aircraft);

o Flight Performance Information (Speed, Distance, Time, etc.); and,

e And much more....

The user interface for the Multi-function Display (MFD) is inspired by the Garmin® G3X Touch™ and, if needed, can be
opened and closed by the user to conserve screen real-estate. The MFD function is independent of the ATC Controller
functions and makes the experience much more realistic than in version 1.0.

This User Guide will attempt to cover all the features of P2A v.2.0 so you’ll have a good reference manual when learning
the program. For the most part, the program is intuitive enough you should not need to refer to this manual very much
after a little time using the product.

NOTE: Throughout this document, the term P2A will be used as an abbreviation for Pilot2ATC® .
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Before using P2A, you'll need to download and install the free version of either XPUIPC (for X-Plane) or FSUIPC (for
FSX or P3D). Follow the instructions that come with the downloaded files. If you have X-Plane and FSX or P3D, you can
install both, as appropriate. P2A will then work with whichever simulator you bring up. XPUIPC Version 2.0.3.8 is also a
good version.

XPUIPC Installation | X-Plane
XPUIPC is not part of P2A. Some may find the installation instructions hard to follow. Here are some tips on installing it:

1. Unzip the [XPUIPC and WPWideClient2.0.0.0.zip] files.
NOTE: The version number(s) may vary.

: I — = | XPUIPC and WPWid... Compressed Folder To - O x
F ] Home Share Vie dract %
__
&« = ~ 4 |5 « XPlane » XPUIP.. » v O Search XPUIPC and WP... 2@
~
| Back to XPlane (Alt + Left Arrow) i Type
XPUIPC File folder
XPWideClient File folder
Q changelog 2.0.2.0.bt Text Document
Q readme first!!!!! bt Text Document
&
[d
- LU 4 >
diterns 1 item selected State:aShared =
2. Copy the XPUIPC folder (Top folder above) to the X-Plane/Resources/plugins folder.
I & = | plugins - m| %
Home Share View (7]
« v 4 || <« SIMs > X-Plane11 > Resources > plugins » v ® | Search plugins o
A Name - Type Size 2
G\zm;ﬁd.plugin File folder
PluginAdmin File folder
Remaved Plugins File folder
WorldTraffic File folder
WaorldTrafficRadar File folder
Xchecklist File folder
XPLM.framework File folder
XPUIPC File folder
XPWidgel Date created: 12/11/2016 5:20 PM File folder
) Xsaitekpal 0 File folder
| Folders: 32, 64 .
a 2} Comman Fijeg; win xply, XPUIPC.ini, XPUIPC.log, XPUIPC.td, Text Document 142K8
1 [Z| DataRefs.bd 57T Text Document 407 KB
g [] FICC_XT3TFMC_win64xpl XPL File 2,864 KB
v \_'| G1000BridgeX_64-win-2.0.xpl 32 3 AM XPL File KB ~
25 items =]

3. Done. Don’t worry about the IP address. Don’t copy the XPWideClient folder anywhere.
COMMENT: XPWideClient is a program used on a networked PC. It’s not used at all when running P2A on the same
machine as X-Plane.
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If you want to avoid a message XPUIPC generates each time X-Plane starts, do the following:

1. Open the XPUIPC.ini file located in the XPUIPC folder you just copied

= | XPUIPC - [m] pd
[F Home Share  Vie %
;
&« v 4 <« 5IMs » X-Plane11 » Resources » plugins » XPUIPC » v QO Search XPUIPC 2
~
~ Mame Date modified Type Size

32 File folder

64 File folder
| ] winxph HPLX File 335KB
2| XPUIPC.ini Configuration sett... 1KB
v XPUIPC.log - - - LOG File 1KB
= Type: Configuration settings o
=) XPUIPC.bet Size: 584 bytes Text Document 2KB

E XPUIPCOffs Date modified: 4/19/2018 1:03 PM CFG File 25 KB

~

M s

7 items =

2. Replace the IP address on the “Server Address = 192.168.1.20” line with your computer’s IP address or you can use
the “local” address of 127.0.0.1.
NOTE: The “server” is the computer on which X-Plane is running.

| XPUIPC.ini - Notepad - O X

Eile Edit Format Yiew Help
XPUIPC Version 1.8.2.3 ini file A

[XPUIPC SETTINGS]

Tune value = B8

Server Address = 192.168.1. 28|
[XPUIPC ATC SETTINGS]

ATC Number = LH 5363

ATC Tail Number = N&58HP

ATC Airline name = Lufthansa

ATC Aircraft type = Boeing 737-308
[XPUIPC FLAPS SETTINGS]

Flap Settings = Inactive

Number of Detends = 82

Flap detend
Flap detend
Flap detend
Flap detend
Flap detend
Flap detend
Flap detend
Flap detend
Flap detend
Flap detend 18 =
[PUSHBACK SETTINGS]

OO0 =l LA L R
|

3. Done.
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FSUIPC | For FSX, MSFS and P3D

This is the connector software for P3D and FSX. It can be downloaded here.

Main products for FSX, FSX-SE, MSFS and all Prepar3D Versions releases to date

FSUIPC7 v7.3.12
for MSFS [ONLY]

[64-bit]

Full release of FSUIPCZ (incorporating the Server for WideFS 7), for use with MSFS

Although WideServer7 is built into FSUIPC7, you still need the WideClient from the WideFS link below. The WideServer component is enabled by a separate
Registration code, which must be purchased from SimMarket (see below).

Note: if you have purchased WideFS to work with FSUIPC4, FSUIPCS or FSUIPCE, there is no need to re-purchase. Your existing registration details will still be
applicable.

October 20th 2022,

FSUIPC6 v6.1.9

for Prepar3D Versions 4 & 5 [ONLY]

Full release of FSUIPC6 (incorporating the Server for WideFs 7), for use with Prepar3D 64-bit Versions 4 and 5

Although WideServer7 is builtinto FSUIPCS, you stil need the WideClient from the WideFS link below. The WideServer component is enabled by a separate
Registration code, which must be purchased from SimMarket {see below).

Note: if you have purchased WideFS to work with FSUIPC4 or FSUIPCS, there is no need to re-purchase. Your existing registration details will still be applicable.

May 13th 2022,

FSUIPCS v5.157
for PreparaD Version 4 [ONLY]

[64-bit]

Full release of FSUIPCS (incorporating the Server for WideFs 7), for use with Prepar3D 64-bit Version 4

Although WideServer7 is built into FSUIPCS, you still need the WideClient from the WideF link below. The WideServer component is enabled by a separate
Registration code, which must be purchased from SimMarket (see below).

IF you have purchased WideFS to work with FSUIPC4 there is no need to re-purchase. Your existing registration details will stil be applicable.

Note: This product has now been superceeded by FSUIPCS (above). It is recommended to use FSUIPCS where possible, although please note that registration
keys for FSUIPCS are NOT VALID for FSUIPCS.

June 28th 2020,

FSUIPC4 v4.977 [for FSX, FSX-SE and P3D 1.4-3.4]

[32-bit]

Full release of FSUIPC4 (incorporating the Server for WideFS 7), for use with FSX, FSX-SE and Prepar3D 1.4-2.4
This version supports the FSX-SE Beta build 63003, but with restricted operation. Please see the IMPORTANT notes for FSX-SE users included in the ZIP.
FSUIPC4 is not supportad on any version of Windows before Windows 7, and will probably not wark an such versions in any case.

Although WideServer7 is bul into FSUIPC4, you wil stll need the WideClient from the link below. The WideServer component is enabled by a separate
Registration code, which must be purchased from SimMarket {see below).

Please Note: This version works with versions 1.4-3.4 of PreparaD, but they will not be supported in the future. Prapar3D users should move on to Version 4,

November 24th 2021.

WideFS7

Full package for WideFS7, which includes WideClient 7.160, WideCloser 1.0.2 and documentation.

WideClient Links FS utilities over a LAN, without neding to have a copy of FS on the second computer.

Note that WideFS consists of WideClient, WideServer and WideCloser. However, as WideServer is now included in FSUIPC since version FSUIPC4, it is

After downloading the appropriate version of FSUIPC, extract and follow the instructions.

FSUIPC4

@ + 1

Name

@ C

v

4items  State: 3R Shared

~
— E
L 45 New item ~ g Select all
» ~ | Easy access ¥ J Edit Select none
New Properties o :
2 foler 3 @ Invert selection
» ThisPC » Downloads » FSX Addins » FSUIPC4 v| ¢ | Search FSUIPC4 b
Date modified Type Size

“L FSUIPC 4.949 Changes.pdf 1/26/2016 5:37 PM  Adobe Acrobat D... 50KB
4| FSUIPC4_Loader.dll 1/26/2016 5:37 PM Application extens... 41 KB
@ Install FSUIPC4.exe 1/26/2016 5:37 PM 3,690 KB
= Installing and Registering FSUIPC4.pdf 1/26/2016 5:37 PM Adobe Acrobat D... 80 KB
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Click on the Install FSUIPC4.exe program and follow the prompts. The .exe program will look for FSX, MSFS and/or P3D
on your system and take care of the installation for you. Note this caution statement, however, from the installation
manual:

Before trying to install FSUIPCx, you must have actually run FSX at least once. If you’ve not yet run
FSX, do so first. This is necessary because certain essential files aren’t created until you’ve run the
program. The same applies to ESP and Prepar3D.

Setting Up FSUIPC for MSFS 2020

The latest SIM from Microsoft requires some additional steps to get FSUIPC started.
e Download FSUIPC7.
e Unzip the FSUIPCY file to a folder of your choice
e If you have customized files from release version of FSUIPC, you can copy the files like (FSUIPC.ini, .lua,.dll
etc files to the new folder)
e The latest version of FSUIPC7 includes a launcher that will launch MSFS and FSUIPC in the correct order.
e Do not attempt to connect Pilot2ATC® until after you are in the cockpit in MSFS

Setting Up Adobe® Reader®

You’ll also need to ensure Adobe Reader is installed on your computer and that it’s the default program for .pdf files.
This is necessary to display charts. You can use FoxIt PDF Reader instead, if you have trouble with Adobe) If you have
Windows 8 or higher, the charts will open in the default Document Reader instead of in the P2A Charts window unless
you install Adobe Reader for use on the desktop and make it the default for opening pdf files. Regardless of the
Windows version, you’ll need to set the option inside the Adobe Reader Program to make it the Default program for
opening .pdf files.

To do this, select the Edit/Preferences — x|
menu item in Adobe. This box will e biton
appear. Commen fing [] Use single-key accelerators to access tools

Documents [] Create links from URLs

Full Screen

Check the “Tell me if Adobe Reader is not | [E [ Verbn ool ottings

Page Display [+] Make Hand tool read articles

. e .
my default PDF application” box and click | []MakeHand tool use mouse-wheel zooming
3D & Multimedia i -
. “ IS e RO
the button above it marked “Select e nices
D f | PDE H dl ” Enol Actounte [ ] Use fixed resolution for Snapshot tol images: [Z7 % pisclssinch
efault andler”. Forms
Touch Mode: | Auto-Detect v
Identity
C|ICk the OK button. j::;:t‘pt Scale for screen resolution (restart required): | Auto-Detect v
:;j"‘g“_ge o0 @ Acrobat will run at the closest supported DPI to your system setting.
, . -
You'll then have to give permission for Mesuriog @) —
Adobe to make changes to your e WEo0misinel Lz Reset All Warnings
Read
computer. Reviening N
Search Show me messages when | launch Reader

Security
Security (Enhanced)
Signatures

Spelling Application Startup

[] Don't show messages while viewing a document

Tracker
Trust Manager
Units

Updater

[ ]Use only certified plug-ins ~ Currently in Certified Mode:  Yes

Select Default PDF Handler

[w]Tell me if Adobe Reader is not my default PDF application

Installing P2A Software

Installing P2A is as simple as double-clicking on the setup file you downloaded with the trial or purchased version of the
program. Prompts will guide you through the installation process, allowing you to install the program on virtually any
local drive of your computer running the flight simulator. It's highly recommended you get P2A working on the same
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computer running the flight simulator. It’s possible to install P2A on a networked computer; however, some additional
software and effort will be required.
COMMENT: See the section on Networked Installation for details.

Getting Microsoft SQLLocalDB to Work (Only do this if you get an error starting P2A)

In most cases, the Microsoft database engine will install without any problems as part of the Pilot2ATC installation. In
some situations, when you start P2A the first time, it may “stall” at the 5% data loading level and then give an error
message. If that occurs, try the following:

e Shut down Pilot2ATC

e Open a Windows command prompt.

e Type the following command: sqllocaldb stop MSSQLLocalDB

e Type the following command: sqllocaldb delete MSSQLLocalDB
e REBOOT PC then execute these commands

e Type the following command: sqllocaldb create MSSQLLocalDB
e Type the following command: sqllocaldb start MSSQLLocalDB
e Reboot your PC

e Try starting P2A again

E¥ Command Prompt — O X

rosoft Windows [Version 16.8.19845.4846]
Microsoft Corporation. All rights reserved.

SQLLocalDB"
topped.

. »sgqllocaldb stop "MS
LocalDBE instance "MSSQLLocalDB™ s

»sgllocaldb delete "MSSQLLocalDB™
nce "MSSQLLocalDB" deleted.

caldb create "MSSQLLocalDB"
created with version 12.8.2868.8.

3 caldb start "MSSQLLocalDB"
ce "MSSQLLocalDB" started.

C:\Users\daverg

If after restarting P2A you still stall at 5%, wait for the error message, make a screenshot of it and email to admin@p2atc
so we can have a look and help you resolve the problem. Some Windows 11 upgrades from Windows 10 require some
registry entries to be able to work.

Configure Joystick PTT Button

BEFORE TRYING TO USE P2A, YOU MUST CONFIGURE THE JOYSTICK BUTTON. SEE CONFIGURING P2A JOYSTICK BELOW.
You may also want to complete other configuration steps before connecting and attempting to fly with P2A. Also, when
trying to speak on the radio, you should be sure you’re connected to the simulator, your simulator radio is turned on
and the volume is turned up in P2A. Master Battery and Avionics switches on.

Language Setup

Because P2A uses Speech Recognition, how your PC Culture is configured can affect operations. Every attempt has been
made to have P2A work in any environment, though not all environments have been tested. Following are a few
pointers in the Language Setup Area. For Windows 8 / 10, see the Windows 8/10 Language Settings in this document.
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Language Packs

Windows can be tailored to many cultures and languages. If you have Windows 7, be aware that only Windows 7
Ultimate or Enterprise can install additional Language Packs. You MUST have the US English Language Pack installed on
your computer and it must be set as the default language. See the Windows 7 Language Settings. You should give it a
try and see if it works for your specific environment. If not, contact support at admin@P2ATC.com and we’ll do all we
can to help you with the settings. In Windows 10, you install languages in the Settings. No need to download anything.

Numeric Settings

c — > Tuning radio frequencies is crucial to the correct operation of P2A. Some cultures use a
period (“.”) for thousands separators while others use a comma (“,”) for decimal separators.
P2A sets culture settings for the application to avoid this problem, but it can still occur in
some Windows environments. This must be reversed in order for P2A to operate properly. If

not, your radio frequencies will appear as illustrated in the screenshot.

If this occurs, open the Windows Control Panel and select Language. There, you’ll be able to
change number formats. In Windows 8, the Language Control Panel looks like the
screenshot below.

= Language = = To change the number format, click on the link on the
@ T § <« AlContrl Paneltems » Language [ & ] | Seach ControlPane o left side of the screen. That will open the Region
Control Panel Home Change your language preferences settings screen.
Add alanguage  Remove oveup  Move down

. Windows display language: Enabled
English (United pray anguag
polisHIe Keyboard layout: US Options

States) Date, time, and number formatting

Add languages you want to use to this list. The language at the top of your list is your primary
Change date, fime, or number language (the one you want to see and use most often),
formats

Espafiol ‘Windows display language: Available Options
o (Colombia) Keyboard layout: Latin American Hptians
Fonts 5 Region | x |
Location Fomats | Location | Administrative
Format:
English (United States) v
Clicking the Additional Settings button will Lenousge preferences open the
. ste and time formats 7
Customize Format screen where you can e———— 23:456,789.00 change
Short date: Vdyyyy v
the number formatting. Long date e, MMM &, 3y 5
Short time: hemm tt v
Long time: hemmess t v
First day of week: | Sunday v v
v
Examples
Short date: 6/3/2014
Long date: Tuesday, June 3, 2014 b
. . Short time: 537 AM
Set the Decimal symbol to period (“.”). Long time 53710 AM v
Set the Digit grouping symbol to comma e — v (“).
oK Cancel i
v
Display leading zeros: 0.7 v
List separaton: . W
Measurement system: L5, [¥]
Standard digits: 0123456759 v
Use native digits: Mewver v
Click Reset to restore the systemn default settings for Reset
numbers, currency, time, and date, =
Cancel Apply
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Program Startup

After you go through the Install process, navigate to the directory where you installed the program and click on
P2A_200.exe.

NOTE 1: For easy access in the future, right-click P2A_200.exe to create a desktop shortcut or pin it to your Task Bar or
Start Menu.

NOTE 2: Some PC setups require you to run P2A as Administrator to allow security access to some PC resources or to
have access to the internet for retrieving weather or maps. If so, right-click the program in Windows Explorer and select
“Run as Administrator”.

When you start P2A for the first time, you should see o) Pilot2ATC License Manager - o X
a dialog box with three [3] buttons: ~ H )

Exit Application — Click this button to exit the program

. . Pilot2ATC
without proceeding any further.
Trial
Register — Click this button if you’ve purchased the Trial not started.
product and are ready to register it. The license key is E— Plcasc erter your cmal o ok i,
sent via email. Be sure to save it in a secure place. Email:

Start Trial
Start Trial — Click this one to begin the free, 10-day
trial. You will need to enter your email address as a

form of identification.

NOTE: Our support team may need this to help you if you have registration problems.
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Start the Trial

Once you click the Start Trial button, your trial will a5 Pilot2ATC License Manager - O X
be activated, and your 10-day trial period will begin. o )
Future startups won’t give you that option. Instead, W

the days remaining in your trial will be shown at the Pilot2ATC

top of the dialog. To continue the trial, just click Tial

“Continue to Trial” and you'll be taken to the main Exit Application Trial has 7 days left.

P2A screen. -
Register

Each time P2A is started during the 10-day trial Email |user@users con
period, you'll see this screen. Click “Continue to Centinue to Thl
Trial” to access the program.

Pilot 2 ATC - Loading Data - Please Wait
— —

After clicking “Continue To Trial” or “Register and Continue”, you'll
see this screen. It’ll be displayed while the database is loading. Be
patient — this process can take 1-2 minutes. A
NOTE: You can monitor the progress of the loading sequence by

watching the “% Done” number.

When done, P2A’s main screen — as seen below — will be
displayed.

2611x64R3  Navigraph - AIRAC cycle: 1801
TOD Dist TODETE

00.0 NM

+
H com 1 sTBY = NAV1

i

B 8B 2 o mn B U @ ™mvw @ v M A x
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The End Of The 10-Day Trial Period

85l Pilot2ATC License Manager - O When the 10-day Trial is over, you’ll see the box to
. )@g: 1 the left after opening P2A. After purchasing a
license, you will receive a license key via Email.
~ Pilot2ATC Press the Register button and you will see the
Aaaton Activate Deactivate Activation area. Copy the license key from the
SRl License Ke email you received, place your cursor in the License
mai:lm-l Key box and click the Activate button.
Messages:
IMPORTANT:
After clicking the Activate button, the appearance of the Pilot 2 ATC - Loading Data - Please Wait

=

box to the right will [1], indicate the license key has been
accepted, and [2], signal the fact the program has been
registered.

This screen will also display the progress being made in &12/\1(: (pzA)_versionz_sjj_xmf_ﬁa

loading the database. Be patient, this can take 1-2 minutes. - : .
NOTE: You can monitor the progress of loading by Bl gyl e '“21 - N
watching the “% Done” number. : ‘ a»x - f

-

When done, the main screen illustrated on the previous
page will be displayed. Boryriaht 2014-2020 - Pilot 2 ARG

Purchase and Register Your Copy

We strongly recommend you use the generous 10-day trial period to get P2A up and running before you purchase
a license. That way, any unforeseen issues can be resolved and you'll know, with great certainty, it’ll run in your
environment.

Once you're ready, a full license may be purchased from the P2A website. After doing so, you’ll receive an email
containing your full license key. Be sure to save it in a secure place. The next time you start P2A, click the Register
Button and enter your license key in the box provided [as shown in Box #1 above].

HELPFUL TIP: You can copy the key from the email and paste it in the first box to avoid having to type it in.

After registering, you won’t see the licensing box above again. Instead, you'll be taken directly to the Loading Data
screen after starting the program [as shown in Box #2 above].

DEVELOPER NOTE 1: In general, you should not uninstall P2A — it will make the licensing software think you are
trying to install a second copy when you try to register again. If you want to “refresh” your installation, just install
the program to the same directory and it will replace all the files.

DEVELOPER NOTE 2: Changes to your PC configuration will make the license software think you’re trying to run
the program on a different PC. If it won’t let you register — and displays a message about being installed on
another machine, just press the Deactivate button, wait for that to succeed, then press the Activate button. Be
sure you are running the latest version of Pilot2ATC for this to work.
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Interaction with X-Plane, P3D and FSX

The action/reaction between the SIM window and P2A depends on which SIM you use. Here are some basic
guidelines:

1. Running any of the SIMs in Full Screen mode renders P2A’s OnTop feature unusable because Windows doesn’t
control the screen hardware — the SIM does. To share the screen with P2A, a SIMs must be in Windowed
mode.

2. When P3D or FSX lose focus — like when you click anywhere outside of their window — they pause. That
behavior can be changed using a setting in FSX or P3D.

3. When P3D or FSX lose focus, the SIM’s sound — like engine noise — is lost, and it only comes back when the
SIM’s focus returns. This behavior can be change by a setting in P3D only.

4. X-Plane does not pause or go silent when it loses focus.

Uninstalling

It's very rare uninstalling P2A helps resolve an operational problem. In most cases, uninstalling it will mess up the
licensing software and you’ll need to request a license reset as describe above to be able to register the product
again. You should be able to simply install the update or the full product over what you have and get the same
results without the hassle.

COMMIENT: The difference between the full product and the update is this: the full product includes the
databases while the update does not.

If you want to reset all Config settings to the initial settings, delete the AppConfig.xml file in the Settings folder:
Drive Name:\users\<UserName>\AppData\Roaming\P2A_200\Settings\ AppConfig.xml

NOTE 1: Drive name is typically C:, though it may be something else depending on where in your system you
installed the program.
NOTE 2: <UserName> is your PC user name.

If you really want to uninstall P2A, then there’s a program in the install folder named uninst000.exe. Double-click
it and it should do the job. You may, however, have to manually delete the Settings folder located at:

Drive Name:\users\<UserName>\AppData\Roaming\P2A_200\Settings

NOTE 1: Drive name is typically C:, though it may be something else depending on where in your system you
installed the program.
NOTE 2: <UserName> is your PC user name.

Networked Installation

P2A can be installed on a client computer separate from the main Flight SIM computer. For the purposes of this
discussion, the computer with the Flight SIM installation will be called the Host and the one with P2A the Client.

For any networked installation, the WideClient or XPWideClient will be used to connect the Host and Client PCs.
NOTE: See the FSUPIC or XPUIPC installation instructions for information on installing these programs.

For the “bare bones” simple network installation, do the following:

1. |Install P2A on the client PC along with WideClient (Paid License of FSUIPC required) or XPWideClient (included
free with XPUIPC);

2. Connect headphone/mic to the Client PC;

Set the Host PC Sound Output to the Speakers to hear the Flight SIM’s sounds;

4. Set up a HotKey on the Client keyboard to activate the PTT button — or — use the on-screen PTT button in P2A;
and,

5. Start: the SIM | the WideClient or XPWideClient program | P2A.

w
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While this works, it leaves a lot to be desired. There are untold numbers of different ways a network environment
can be setup. Here, though, is one way to set it up for P3D/FSX and another for X-Plane.

P3D/FSX Networked Installation

NOTE: This description was provided by Bill Clark, a P2A user and member of the Beta Testing team.

If you’re running P2A on a network PC and would like to either send either a button Click on your joystick or a
character from your joystick from the Flight Simulator PC using a built-in feature of FSUIPC4 and WideFS to P2A or
any other app running on a Client PC, here is how to do it:

P2A will run on a network PC (Client) and only requires WideFS to communicate to the Microsoft based (Server)
simulator such as FSX, FSX STEAM, and P3D. The first step, using one of two methods noted below, is to assign a
Joystick Button or a KeyClick to FSUIPCA4.

Method #1 — Assigning a Joystick Button

Open FSUIPC4. Select “Buttons and Switches” tab.

If you want to assign this button Click to a “profile,” check “Profile Specific” box.

Click the button on the Joystick you want to use for PTT (you should see entries made in Joy# box).

Check “Select for FS control” box.

In the “Control sent when button clicked” pull-down menu, search/find and select “KEYSEND 1-255 (WideFS)”.

In the “Parameter” box below, enter “1”.

6. Inthe “Control sent when button released” pull down menu, search/find and select “KEYSEND 1-255
(WideFS)”. In the “Parameter” box below, enter “2”.

7. Click the “OK” button and return to the SIM.

nhkwnNeE

Your selections may look similar to what you see in the illustration below:

FSUIPC Options and Settings - PMDG X
About | Logging I Miscellaneous | Winds ] Clouds Etc. ] Hot Keys |
Buttons + Switches I Key Presses | AxsAssignment | Joystick Calibration | AutoSave/GPSout |
| Set up or review the action you want for this button Clear
™ Select for key press Joy# 0 22 Bin# Select for FS control v
Reload all buttons | | Profile specific? v Include Project Magenta [
Press the key(s)to be Control sent when button pressed

sent when you press this

button |KEYSEND 1255 (WideFS)

-
-

Clear

b,

Parameter

[ Control to repeat while held
Control sent when button released

figssle keve)id e [KEYSEND 1-255 (WideFS)

sent when you release

=
this button Clear

Parameter 2

Create Mouse Macro |

In the FSUIPC.ini file, there should be an entry looking similar to this (this profile is for PMDG):

[Profile.PMDG]

1=Boeing 737-7HANGX Southwest Airlines Winglets

2=Boeing 737-832NGX Delta Air Lines Winglets

3=Boeing 737-8H4NGX Southwest Airlines (Warrior One) Winglets
[Buttons.PMDG]

0=P0,22,C1006,1 -{KEYSEND 1 for WideFS}-

1=U0,22,C1006,2 -{KEYSEND 2 for WideFS}-
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Method #2 — Assigning a Joystick Key Click Character

1. Inthe event you have a programmable “smart” joystick, you may have assigned a specific key Click character
to a joystick button.
COMMENT: In the example below, the character assigned is a “comma.”

2. If you want to assign this key click to a “profile,” check “Profile Specific” box.

3. Under the “Program keyboard controls here”, click the “Set” button.

4. Click the button on the joystick to send the character you want to use for PTT (you should see and entry that
looks like this “,<key”).
IMPORTANT: The comma character chosen is not used in or by the simulator, nor is it used as the character
that’ll be assigned to P2A.
NOTE: The “actual” character will not to be sent to P2A. It’ll be assigned when WideFS.ini file is setup.

5. Inthe “Control sent when keys Clicked” pull down menu, search/find and select “KEYSEND 1-255 (WideFS)”. In
the “Parameter” box below, enter “1”.

6. Inthe “Control sent when keys released” pull-down menu, search/find and select “KEYSEND 1-255 (WideFS)”.
In the “Parameter” box below, enter “2”

7. Click the “Confirm” button.

8. Click “OK” to return to the SIM.

Your selections may look similar to what you see in the illustration below, although the entries on the right side
may not appear until later:

FSUIPC Options and Settings - PMDG X
About ] Logging | Miscellaneous | Winds I Clouds Etc. I Hot Keys I
Buttons + Switches Key Presses | fods Assignment | Joystick Calibration ] AutoSave/GPSout |
Reload all keys I Profile specific? v Create Mouse Macro [
[ Program keyboard controls here [ Review or delete settings here
Press set, then the -
keys you want to <key Previous I Next I
program
Clear This keypress <key
Control sent when keys pressed sends this control when pressed
KEYSEND 1-255 (WideFS) _V_] IKEYSEND 1255 (WideF3)
Parameter 1 Parameter 1
Control sent when main key released and this one when released
IKEYSEND 1-255 (WideFS) _:] IKEYSEND 1-255 (WideFS)
Parameter 2 Parameter 2
™ Include PM ™ No repeats! Delete this entry
Cancel I Clear I Confirm This list does NOT include FS settings!
ok | Cancel |

In the FSUIPC.ini file, there should be an entry that looks similar to this:
NOTE: This profile is for PMDG.

[Profile.PMDG]

1=Boeing 737-7HANGX Southwest Airlines Winglets

2=Boeing 737-832NGX Delta Air Lines Winglets

3=Boeing 737-8H4NGX Southwest Airlines (Warrior One) Winglets

[Keys.PMDG]

4=188,8,1006,1,1006,2 -{,<key: Click=KEYSEND 1 for WideFS, Release=KEYSEND 2 for WideFsS }-

For Either Method #1 or #2 — Client PC WideFS Setup

Each of the methods outlined above sets up an FSUIPC KeySend1 and KeySend2 command. Now, we must tell
WideFS what to do when it receives each of these Key commands.
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On the client PC where P2A resides, enter the following into the WideFS.ini file if you wish to assign F12 to PTT.
Save the file.

[User]

KeySend1=123,16 ; Click F12
KeySend2=123,24 ; Release F12
UseSendInput=Yes

In the example above, you’re telling WideFS there’s a keyClick command sent to [1], hold down a specific key, and
[2], release it.

The number “123” is the WideFS definition for F12. Refer to the WideFS Technical Document pages 18 through 20
for more information about the other settings. If you wish to use a different character to send to P2A for PTT,
refer to page 20 in the WideFS documentation.

Finally, in P2A, assign the PTT HotKey to F12.

X-Plane Networked Installation

If you’re just looking to have the button presses on a different machine, then there is a community tool that might
do the trick:
https://forums.x-plane.org/index.php?/files/file/54843-pilot2atc-ptt-network-kit/

The above freeware may be all you need, or for a full setup, you may need some or all of the following.
This approach will use two [2] pay-ware programs — SPAD-Next and Multiciplicity.

SPAD-Next allows you to assign a button on the SIM machine to fire a KeyClick event. There are other ways to
accomplish this; however, SPAD-Next was used to [1], manage profiles for different aircraft, and [2], do a host of
other things. That’s why it was employed for this task.

Multiciplicity is the key “magic” maker. It allows a single keyboard and mouse to be shared by two [2] or more
computers. Those computers are also allowed to share audio output, over a LAN, either in a wireless or physical
manner.

Here’s a high-level, step-by-step process to get you going:

1. |Install SPAD-Next on the Host computer according to instructions.

2. Use SPAD-Next to set a button on your yoke or joystick to be used as the PTT to fire a keystroke. Use any key
not already in use for another purpose.

3. Install Multiciplicity on both the Host and the Client according to the Multiciplicity instructions. You’ll know it’s
installed properly when your mouse can move between the 2 computers as if they were just 2 screens on a
single PC.

4. Set Multiciplicity Audio settings to push the audio from the Host X-Plane computer to the Client P2A PC.

5. Plug your headset into the P2A PC and get the Microphone and Headphones set up to work with P2A as
described in the single PC installation instructions.

6. Setthe PTT HotKey in P2A to the keystroke you fired in SPAD-Next with the button Click.

7. Start X-Plane, SPAD_Next, Multiciplicity, XPWideClient and P2A.

8. Be sure the mouse is visible on the Client (P2A) computer. Click the PTT Button on the Host. The PTT onscreen
button in P2A should turn green. If so, you're ready to fly.

NOTE: You can “triple click” the control key (see below) to make the keyboard hot in both PCs at the same
time so your mouse can be anywhere and the PTT button still work. The only caution with this is to be sure
you don’t have a lot of HotKeys set up in X-Plane.

From Multiciplicity User’s Guide:
o Clicking the Ctrl key three [3] times will toggle keyboard input being sent to all computers.
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Clicking the Ctrl key (left one) three [3] times on the Primary will send any subsequent keyboard input to all
Secondary Multiciplicity computers simultaneously.

Clicking Ctrl key (left one) again three [3] times stops the keyboard broadcasting. An audible 'beep' will sound
when turned on and off.

Page 17 of 32
v.1.0 - 15 March 2020 | ©2014-2020 - P2A | All rights reserved.



User Guide

SPAD-Next Setup

(Home use only) SPAD.neXt 0.9.6.25 (Profile1*)

€ controls

8UTTONL1
Event Adtion(s)

No events are currently programmed for this Button/Switch/Axis,

REGISTERED | Simulation: not connected | Aircraft:

= ._Cx

Rename device

Summary

Priority Add Event

Online Snippets

Events: 0.00/5 0.00/5 000/s

(Home use only) SPAD.neXt 0.9.6.25 (Profile1*)

« controls

X

..:

Rename device

Summary

BUTTONL1
Event Action(s) Priority
No events are currently programmed for this Button/Switch/Axis
Released (Mode 1)
Released (Mode 2)
Released (Mode 3)
Scripted event
REGISTERED | Simulation: not connected | Aircraft: | Events: 000/5 0.00/s 000/
(Home use only) 6.25 (Profile1”) SETTINGS | HEL) . = 8 x
B x

| BUTTON L1 (Pressed (Mode 1))

&
Button is pressed in Mode 1

. | Execute action(s) f

H

RIGHT ¢d

Action(s) to be exeauted |

EndProcessing! m Buttonmode? | Normal: not modified

Comment

This event needs at least one Adion, it cannat be saved with out

REGISTERED | Simulation: not connected | Aircraft: |

Rename device

Add Condition
Summary

Condition Binding

Aadd adion

Button Light/Mode
Change Datavaue
Delay next action

Execute Command

FSUIPC Joystick button
LED color change

Play sound

Send Simulation-Event
Speak tet

virtual Joystick

Add Event

Online Snippets

Events: 0.00/5 0.00/5 000/s
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In SPAD-Next, the button you want for
the PTT button to Click and Release a
Key on the Keyboard must be set. To do
that, open SPAD-Next. Find the joystick
or control on which is your desired
button is located. Click that button.

Click the Add Event button.

Select the button action you want for
PTT. In this case, we’ll choose Clicked
(Mode 1) and then come back and
choose Released (Mode 1). This has to
do with the action on the control.

On the resulting dialog, select Keyboard
in the “Actions” area.
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In the next dialog box, if necessary, click the Clear button. It may not be Red when you fi
check the “Press Key” option in the top area of the dialog.

rst open the dialog. Also

Click Assign and it will turn Red. Click the Desired Key (“*” in this case) and click OK. Do not touch other keys or
you’ll add them to the key sequence (that happened below when trying to use Print Screen to capture the image).

(Home use only) SPAD.neXt 0.9.6.25 (Profile1”)

ermnG . - e x
BUTTON L1 (Pressed (Mode 1)) e
G
ssed de 1) Fi a x
O - Y c % Botie i
Button is pressedin Moy
e cosonon, | Executeactions) it § - Key behavior
) Press and Release Key idd Condition
& Press Key Swamery
Release Key
r(cesst
fear
s ssipad oy L o |
Assign
Adion(s)tobe exea
Duration Add Adtion
oK Cancel
endprocessing [T eotomoser | Normat not modied priority? |0
Add Event
Comment’
This event needs atleast one Adtion, it Gannot be saved without
Cancel

Repeat the Process for the Release Action.

Be sure to check the “Release Key” option.

(Home use only) SPAD.neXt 0.9.6.25 (Profile1")

ETTIN - a x
BUTTON L1 (Pressed (Mode 1)) 2%
€
Configure Keyboardkey Ch
2 - it ] Ronwme cavics
Button is pressed in Mol
Execute action(s) f { | K€Y behavior |
a . W Press and Release Key |
|dd Condition
Summary
u] Release Key
Tear
Assigne
" - . |
: Assign |
Action(s) to be exeal L
Press and hol |add Adion
|
endvrocessing’ [N  eutonmoder  Normat: not modiied priority? |0
Add Event
Comment
oK Cancel
Online Snippets
REGISTERED | Simulation: not connected | Aircraft: Events: 000/ 0.00/5 000/s

Click OK two [2] times and you'll be back to the main Control screen with the action added
assignment.

(Home use only) SPAD.neXt 0.9.6.25 (Profile1*)

. - ° .

€ controls
a '
Summary
!
~
BUTTONL
Event Action(s) Priority Add Event
Press ar hold Multiply
Pressed (Mode 1) Release Multply] 9 Edit Event
Delete Event
Publish

Online Snippets

REGISTERED | Simulation: nct connected | Aircraft: |

Events: 000/5 0.00/s 000/s
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Trouble Shooting

Connection Issues

When P2A connects, there should be three [3] lines in the Speech Text Window at the bottom right and the
Connect button should turn green. If not, then you’re not completely connected. Check the following:

aUunhswWwNR

XPUIPC installed in X-Plane Plugins folder or FSUIPC installed in FSX/P3D.

Make sure you are running the latest version of P2A.

English-US Language installed and set as Primary Language.

Working Microphone installed and set as Default Sound Input device in Windows.

Valid Call Sign — Try using the default call sign of Mfg: Beech; Tail Number: N431VB. Click the Save button.
Try running the program in Administrator mode by right-clicking on the P2A.exe file and selecting “Run as
Administrator”.

If connected, but the radios aren’t working, check the Battery and Avionics switches on or the “Ignore
battery” and “Ignore Avionics” options are checked in P2A Config.

If it seems to partially connect, but the Connect button does not turn green, set the Weather option to a
different source such as NOAA Real Time Weather and try again.

No Response From ATC

If you’re connecting, but not able to get a response from ATC, then there are some other things you can try.

1.

SWITCH SETTINGS — Check to be sure the Power indicator in the bottom left of the P2A’s main screen is

green. If not, then you need to turn on the battery switch and avionics switch in the aircraft. If that doesn’t

turn it green, check the two [2] options “Ignore Battery Switch” and “Ignore Avionics Switch” in the Config

P2A Setup panel.

VALID CALL SIGN — Make sure you're using a valid call sign by changing it to the default Mfg: Beech; Tail

Number: N431VB and clicking the Save button.

NOTE: Send me a screenshot of this page (admin@P2ATC.com) and I’ll let you know if there’s a problem with

the call sign.

VALID FREQUENCY — Be sure you have a valid frequency showing in the Active frequency display. Open the

Radio Panel and check that the frequency selected has a valid Controller assigned. Try swapping the active

and standby frequencies a couple of times.

PTT BUTTON — Use the PTT button on the main screen to eliminate the possibility of it being the Joystick

button setup as the issue.

VALID PHRASES — Make sure the phrase you’re using is appropriate for the Controller. “Say Altimeter” should

work with all Controllers, so use it.

VOLUME SETTINGS — Check the Windows Volume Mixer and be sure P2A’s volume is turned up (Right click on

the speaker icon in the task bar and select Volume Mixer). Check the volume of the voices in P2A Config. On

the Communications tab of the Sound dialog, be sure “Do Nothing” is checked for when Windows detects

Communications activity.

GRAMMAR HELP SCREEN AND DIAGNOSTICS — Try using the Grammar Help screen.

a. Click the Grmr Help button to the right of the Flight Plan.

b. Press the Practice button.

c. Take a screenshot of the resulting Message box with the connection information. Email it to me
(admin@P2ATC.com).

d. Try saying “Say Altimeter” with no other words. It should be recognized. Let me know the result.

Interference from Sound Software- Many PCs come pre-loaded with sound editing and other sound software.

Some of these interfere with P2A getting access to the microphone. ASUS Sonic Studio and ASUS Sonic Radar

are examples of this sort of software that cause issues. Try uninstalling this software.
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Grammar Help Replay Not Audible

If you’re not being recognized in the Grammar Help Practice sessions, click the “Replay” button and see what you
hear. That's what P2A is hearing.

If you're not hearing anything with the Replay, P2A isn’t hearing the input — and that explains the speech
recognition problem.
1. Be sure your microphone is not muted on the device itself.
2. Recheck that the microphone is set as the Default recording device in Windows.
3. Inthe Microphones Properties:
a. Check the volume level of the Microphone.
b. On the Advanced tab, be sure the Exclusive Mode option is unchecked.
c. Inthe Sounds Communications tab, check that the “Do Nothing” option is checked.
4. There've been a few users with USB headsets that worked on USB 2 ports and didn’t work on USB 3 ports. If
you have a USB headset, try changing ports.

Speech Recognition Settings

1. Open the Control Panel — not the Settings tab.
NOTE: Open the Start menu and type Control Panel to do this.
2. Select Speech Recognition. Select Advanced Speech Settings.

j Speech Recognition - o x
. - 4 U > Control Panel > All Control Panel ltems > Speech Recognition v O o
Contral Pane! Home Configure your Speech Recognition experience
anced speech options §§ st speecn Recogniton
Text to Speech Start using your veice to control your computer.
!x Set up microphone
2 Set up your computer to work properly with Speech Recogition

Take Speech Tutorial
% Leam to use your computer with speech. Leam basic commands and dictation.

& T m 5 tand y
Read text to your computer ta imprave your computer's ability to understand your voice. Doing this
isn't necessary, but can help improve dictation accuracy.

Open the Spe: erence Card

-

View and print a list of common commands 1o keep with you S0 you always know what to say.

Ease of Access

Audio Devices

3. The window below will open:

Speech Recognition | Text to Speech

Language
Microsoft Speech Recognizer 8.0for Windows (English-US)  ~| | Seting
Recognition Profiles

Profiles store information about how to recognize your voice.
Change a profile to recognize a dfferent voice or a dfferent noise

environment. New
Default Speech Profile

Training your profile will improve your speech recognition Train Profie
a y

User Settings

] Run Speech Recognition at startup
[ Review documents and mad to improve accuracy
Prvacy statement

] Enable voice activation

s BDACES 10 insert after punctuation 2 o~
Microphone:
i Level

Audio Input Advanced Configure Microphons.
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Be sure Microsoft Speech Recognizer 8.0 for Windows (English-US) is selected for Language.
All User Settings should all be UNCHECKED.

Speak into the microphone and be sure the Level box shows it is picking you up.

Open the Advanced dialog by Clicking the Advanced.. button

Be sure the Use Preferred audio input device is checked

& Audio Input Settings X

Audio Input

O N UR

<B” (®) Use prefemed audio input device
() Use this audio input device

reless H

Cance

Additional Speech Recognition Troubleshooting

P2A and Radio Settings

By far, the most common reasons for issues surrounding voice — — —
recognition are problems with the P2A Connection and Radio P2A Setup | ATC Setings | Sounds | Voices | Speech | Al Traffc
Settings. If P2A isn’t recognizing anything you say, try the
following:

1. Click the Tst Button on the Voices tab of the Config
window. This ensures you’re connected to the SIM and on
a valid Radio Channel with the Radio turned on. You should
hear a Controller say “This is a test of the radio system.
You are tuned to xxxx xxxx on nnn.n”, where xxxx Xxxx is
the name of the Controller and nnn.n is the frequency. This
will also be displayed in the speech text box in white

letters.
NOTE: If this worked, continue with Microphone Trouble —
Shooting below.

2. If the Tst button did not work, check the following:
a. You are connected to the Sim. The Connect button
should be green and say Connected instead of Connect.
Your call sign / tail number will be shown in green in
the Call Sign Text box.

b. Your Radio is Set to a Valid Frequency.
In this screenshot, the Radio is on Com1
and tuned to Oakland Clr Del. You can

. . . 194 4 A48 4 0 E L5
have a frequency dialed in that’s valid, - 118.3 a2 111.8 &

) HOAK ClrDel HOAK Twr HOAK-ILS SAC-SACRAM
but too far away, and you won’t be able il vl

to communicate with it.

When you first connect, the Radio may display incorrectly. Try swapping the standby and active
frequencies two [2] times to be sure it’s tuned to the displayed frequency.
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c. If the Tst button still doesn’t work.

If you try the test button again and it doesn’t work, you have a connection bug of some sort.

If the Test Button worked, you may have a Microphone Problem.

Microphone Trouble Shooting

There are several possibilities when dealing with a PC Microphone issue.

1.

Your Mic is not set up in Windows as the Default Input Device.

The best way to check for this is in the Control Panel’s Sound section. Check
the Recording Tab to see if the microphone you’re using says “Default
Device” or something similar under its name.

DEVELOPER COMMENT: On my PC, | show 3 active Recording Devices with
my Headset Microphone as the Default Device and the other 2 say Ready.

If your Mic doesn’t say Default Device, select your Mic. Click the Set Default
button (red box). If Set Default is grayed out when your Mic is selected, it
means your Mic is already set as the Default.

Your Mic is not Working or is Set Too Low.
Check the Properties of your Mic in Windows by selecting it in the Sound
Dialog and Clicking the Properties Button.

a. On the Listen tab, check the “Listen to this device” checkbox and then
click Apply. Speak into the Mic. If you can hear yourself clearly, all is okay
with the Mic Volume, etc.

b. If you did not hear yourself — or if it was very weak — go to the Levels tab
and check that the volume is set high enough. If necessary, increase it
until you can hear yourself clearly. If you can’t hear yourself clearly at
100%, your Mic obviously isn’t getting a signal to your PC.

c. If your voice sounds distorted, you may need to turn this level down.
P2A can’t understand a distorted voice any better than a weak one.
Don’t yell into the microphone!

Your Mic has a Volume Control or Mute Switch.

Some microphones have a volume control on them, especially when
associated with a headset. If that microphone volume is turned down, the PC
won't hear it and P2A won't be able to hear you. Be sure it’s turned up. Also
check the Mute button/switch to make sure it’s not muting the physical
microphone.

Voice Recognition

-4 Sound
Playback | Recording | Sounds | Communications

Select a recording device below to modify its settings:

Microphone
Screaming Bee Audio

“( Read

Configure

oK Cancel

Set Default |v i Eropeme_g___é

4 Headset Microphone Properties

= usmdmd

You can listen to a portable music player or other device through
this Headset Microphone jack,

Default Playback Device v
Power Management

(®) Continue running when on battery power

‘_:'D\sable automatically to save power

If the Radio and Microphone are proven to be working in the steps above,

it could be that P2A is not recognizing your speech. The speech recognizer is
listening for specific phrases in its Grammar. The simplest phrase that it should
recognize is “Say Altimeter”.

Remember to hold the PTT button momentarily before saying the phrase, then
hold it momentarily after the phrase. It takes a brief time for the Windows
speech engine to transfer your speech to the program.
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To check Speech Recognition do the following:

1.

Click the Tst button to be sure all is connected
CLR || sayit

and working well. See procedure above, if

needed.
Hold down the PTT button. This eliminates the PTT 2

possibility your joystick or hot key isn’t set up
correctly.

Speak the phrase “Say Altimeter”. This is the simplest phrase all Controllers should recognize. Try it several times if
needed — and say it slightly differently each time. A normal spoken voice usually works.

Windows Speech Recognizer Language and Windows Language Settings
In some cases, users have had issues with their default language settings being set for the UK rather than the US.
To check your Windows 7 Language and Speech Recognition Settings, do the following:

Windows Speech Recognizer Language

To Check the Speech Recognition Language: .
. Text Services and Input Languages
o From the Control Panel, select Speech Recognition. — e
o Inthe upper left of the resulting screen, select Advanced Speech Dl it g
o ptionS Seloct one of the nstalled nout languages 10 use as the defauk for al nput
. feids
« Inthe resulting dialog box, check that the language in the drop- Engieh (Untied Kingdorm) - Unted Kingdom -
down is English (United States). frtaled services
« Click OK — and test to see if your voice is recognized. Usethe Add n Remove butiors o mody it o
(] Enghsh (Unted Kingdom|
Keyboard
= Unted Kingdom
Agd
__OK || Cancel

Chart Display Issues

If charts aren’t displaying inside the TERPs window, it’s likely e
because Adobe Reader is either not installed or has not been set

up as the default .pdf document reader. This must be done inside
the Adobe Reader program; Adobe Reader must also be set as
the default program for .pdf files in Windows. In Adobe Reader,
go to Edit > Preferences.

Program Disappears When Open

There’ve been several users having the program open and not be
visible except on the task bar. This is a Windows issue. Here're a
number of fixes to try:

PWNR

Start P2A. : -
Check that it’s active on the Task Bar (indicating it started).

Right click on the Task Bar.

Select “Show Windows Stacked”.

Find P2A and resize it and move it where you want it.

It should then be okay.
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If the procedure above doesn’t fix it, try this:
1. After starting P2A, hover over the icon on the Taskbar. A larger thumbnail of the program should be visible.
2. Right-click that larger thumbnail.
3. Select Mover.
4. Hold down the right Arrow key on the keyboard until the program comes into view. If that doesn’t work, hold
down the left arrow.
COMMENT: This method usually works when the program is lost in a multi-display environment.

Finally, if neither of the two [2] previous processes worked, here’s a third way to try and fix the problem:

1. Close P2A.
2. Open the AppConfig.xml file.
3. Find the following entries:
<AppSetting>
<Name>MainScreenX</Name>
<Value>2</Value>
<LastChanged>2017-03-15T11:09:11.0412178-05:00</LastChanged>
</AppSetting>
<AppSetting>
<Name>MainScreenY</Name>
<Value>11</Value>
<lLastChanged>2017-03-15T11:09:11.0477241-05:00</LastChanged>
</AppSetting>
4. Change both <Value>X</Value> settings to 2.
5. Save the file.
6. Start P2A.

This should have the window open at position 2, 2 when you restart the program.

Windows 8 | 10 Language Settings

To check the setup for Windows 8, 8.1 or 10, do the following:

1. Open Windows Settings.
2. Select Time & Language.

Settings - o x

Windows Settings

= @ w4

Devices Network & Internet Personalization
Displa fication: Bluetooth, print ! Wi-Fi de, VPN Background, lock screen,

o —

3= @

o— AT

Apps Accounts Time & language Gaming
faults, o Your accounts, email, 5 peech, region, date ame bar, DVR

,
-
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3. Select Region & Language.
B - o

& Home Date & time

[ f ] Date and time

3:54 PM, Saturday, November 25, 2017
Time & language
Set time automatically

B Date &time
| @ o
#* Region & language Set time zone automatically
@) off
0 Speech

Change date and time

Change

Time zone

‘ (UTC-06:00) Central Time (US & Canada) -

Adjust for daylight saving time automatically
@ on

Show additional calendars in the taskbar

‘ Don't show additional calendars v

e ~ % " Ensure that United States is selected in the Country
& Home Region & language or region drop box — and that English (United States)
[Find  setting 2] country or region is at the top of the Languages list.

Windows and apps might use your country or region to give you

Time & language
@ Date & time | United States o ‘
I A Region & language
Languages

0 sSpeech
You can type in any language you add to the list. Windows, apps
and websites will appear in the first language in the list that they
support

Add a language
L \guagy

T\ English (United States)
AT Windows display language

(Y, English (United Ki
AF 1guage pack installed

(T, Espafiol (América Latina)
AT Language pack installed

AN Cemafial (Cenafia)

~ % * Click on the Speech Link on the left side of the page

& Home RegiOn & |anguage

| Find a setting 0 | Country or region

‘Windows and apps might use your country or region to give you

Time & language local content
£ Drte s time [ United states v
* aio age
Languages
0 speech
You can tvpe in anv lanauaage vou add to the list. Windows. apps
- o x
& Home Speech
Find a setting f I Speech language
Choose the language you speak with your device
Time & language English ( d States)
B Date &time
[[] Recognize non-native accents for this language
#* Region & language
Speech
| & speean Text-to-speech
Change the default voice for apps
Voice
Microsoft Susan Mobile ~~
Speed 1ge 26 of 32
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Be sure English (United States) is set as the Speech language. You might also benefit from checking the
“Recognize non-native accents for this language” option, as well.

Installing a New Language in Windows 8 or 10

Setgs ~ o « | Thissection will illustrate how to install a new language
o o Region & language in Windows 10. We'll add Spanish-Spain to a PC already
— tocarcontent having other languages installed. You use the same
ndaeing United States v

process to install English-US to your PC.

Time & language

I Languages Start by going to Windows Settings -> Region and
You can type in any language you add to the list. Windows, apps La nguage
I 4 Region & language and websites will appear in the first language in the list that they .

support

O speech

Click on Add a language.

4 Addalanguage

()., English (United States)
windows display language

(D). English (United Kingdom)
anguage pack installed

(L, Espariol (América Latina)
Language pack installed

Set as default Remove

(T, Espafiol (Espaiia)
A

anauaae nack available

- o x Scroll down to the language you want and click on it. In

Add a language this case, we clicked on Spanish.

[l

g Suu vimiun

Sinhala Skolt Sami
Slovencina Slovenski
Slovak

Espaiiol
AarjelSaemiengiele Espaiol
Southern Sami Spanish
tolo KMt Svenska
<« Settings - a X
Espafiol
ESpanol (ccuaaor) ESpanoil (el >aivaaor)
Spanish (Ecuador) Spanish (El Salvador)
Espariol (Guatemala) Espafiol (Honduras)
Spanish (Guatemala) Spanish (Honduras)

Espafiol (México)

Spanish (Latin America) Spanish (Mexico)

Espafiol (Nicaragua) Espafiol (Panama) Find the type of Spanish you want. In this case, we
Spanish (Nicaragua) Spanish (Panama)

Eopariol (Paraguay) Fepariol (Pert) choose Espafiol (Espariia) for Spain.

Spanish (Paraguay) Spanish Espariol (Espafia)

Espariol (Puerto Rico) Espariol (Espafa) ge 27 of 32
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It'll be added to your list as “available”.

& Home Region & language

Find a setting

Time & language

Languages

You can type in any language you add to the list. Windows, apps
and websites will appear in the first language in the list that they

support

B Date &time

N +
I & Region & language
[ Speech

L
s

o

P

Add a language
English (United States)
Windows display language

English (United Kingdom)

Language pack installed

Espaniol (América Latina)

P

Espariol (Espafa)

Language pack available

Set as default Remove

Related settings

@ Espafiol (Espafia)
Language options

Spell checking

£ pack

Tuteo verb forms only v

Handwriting

There are no handwriting options for this language

Speech (91 MB)

Download

Keyboards

+ Add a keyboard

~—M_&nanich

Click on the Language —and then the Options button.

Only if this is the first time opening the options, you’ll
see a button to Download Speech. If the language pack
has already been installed, you might have to delete it
and add it again to see this button.

Click on this button and it’ll install any Mobile and
Desktop Speech Voices associated with that language
and region. In this case, we get Helena.

Most of the languages don’t seem to have this button, in
which case, there are no specific speech engine or voices
available for that language pack.

You don’t have to download/install the language pack to
get the voice(s) — just the Speech button.
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Windows 7 Language Settings

To check your Windows 7 Language Settings, do the following:
e Open the Windows Control Panel.
o Select the Region and Language function. You'll see a screen similar to the one below.

« If the Format is not English (United States), select that in the Format Dropdown.
o Click OK—and then test to see if this fixed the issue.

9 Region and Language
Formats | Location | Keyboards and Languages | Administrative
Format:
[Enghsh (United Kingdom} V]

Date and time formats

Short date: [y -
Long date: [dd MAMMM yyyy ']
Short time: [HH:mm ']
Long time: [HH:mm:ss ']
First day of week: [Monday v]
What does the notaticn mean?

Examples

Short date: 08/06/2014

Long date: 08 June 2014

Short time: 2215

Long time: 22:15:49

Additional settings...

Go online te learn about changing languages and regional formats

Windows Location:

o Next, select the Location tab.
e Set the Current location to United States in the Current Location Dropdown.
e Click OK —and test again.

¥ Region and Language ki)

Formats | Locaton | Keyboards and Languages | Adminatrative

Some software, including Windows, may provide you with additional content

for 2 particular location. Some services provide local information such 23 news

and weather

Current location:

United Kingdom -

See also

Refault locatior

OK | Cancel
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Installing Additional Microsoft® Voices

In many versions of Microsoft® Windows, it’s possible to install additional SAPI5 Desktop voices. It’s part of the
Language Pack installation process.

NOTE: Only a few of the Language Packs have additional Desktop voices associated with them.

If you want to this, start by going to Windows Settings -> Region and Language.

% Home Region & language
10Cal content

N jol
Find a setting : United States v

Time & language
Languages
B Date & time guag

You can type in any language you add to the list. Windows, apps
I A* Region & language and websites will appear in the first language in the list that they
support

0
O Speech + Add a language

(L), English (United States)
Windows display language

()., English (United Kingdom)
A Language pack installed

(D), Espafiol (América Latina)
A$ Language pack installed
guage p.

Set as default Remove

(T)., Espafiol (Espafia)
A? I anauaae nack available

Click on Add as language.

Settings - a X

Add a language
I |

W Sad vinun
Sinhala Skolt Sami
Slovencina Slovenski
Slovak ovenian

Espaiiol
AarjelSaemiengiele Espafiol

Southern Sami Spanish

toloXKEHt venska
Standard Moroccan Tamazight Swedish
AR Toyukin
Syriac Tajik (Cyrillic)
sudlh TaTap
Tamil Tatar (Cyrillic)
Send Tne

Telugu Thai

Cae] ForcE

1

Scroll down to the language you want and click on it. In this case, we clicked on Spanish.
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Espafiol

| [fype a language name...

ESpanol (ecuaqor)
Spanish (Ecuador)

Espanol (Guatemala)
Spanish (Guatemala)

Spanish (Latin America)

Espafiol (Nicaragua)
Spanish (Nicaragua)

Espafiol (Paraguay)
Spanish (Paraguay)

Espafiol (Puerto Rico)
Spanish (Puerto Rico)

Espaniol (Estados Unidos)
Spanish (United States)

Espafiol (Venezuela)

Find the type of Spanish you want. In this case, we choose Espafiol (Espafia) for Spain

“available”.

&3 Home

ESpanal (el >alvaaor)
Spanish (El Salvador)

Espanol (Honduras)
Spanish (Honduras)

Espafiol (México)
Spanish (Mexico)

Espafol (Panama)
Spanish (Panama)

Espariol (Pert)

Spanish Espaiiol (Espafia)

Espaniol (Espaiia)
Spanish (Spain)

| Find a setting

0

Time & language

@ Date & time
I #* Region & language

0 speech

Espanol (Uruguay)
Spanish (Uruguay)

Region & language

Languages

You can type in any language you add to the list. Windows, apps
and websites will appear in the first language in the list that they
support

Add a language
+ guag
(T\., English (United States)
A$ Windows display language

()., English (United Kingdom)
A$ Language pack installed

Espafiol (América Latina)
inctalled

G

(D). Espaiol (Espafa)
A$ Language pack available

Set as default Remove

J

Related settings

Click on the Language and then the Options button.
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Settings - a X

& Espafiol (Espafia)

Language options
Download language pack

Download

Spell checking

Tuteo verb forms only v

Handwriting

There are no handwriting options for this language

Speech (91 MB)

Download

Keyboards

+ Add a keyboard

(N Snanich

Only if this is the first time to open the options, you’ll see a button to Download Speech. If the language pack has
already been installed, you might have to delete it and add it again to see this button.

Click on Download button and it’ll install any Mobile and Desktop Speech Voices associated with that language
and region. In this case, we get Helena.

Most of the languages don’t seem to have this button, in which case there are no specific languages available for
that language pack.

You don’t have to download/install the language pack to get the voice(s) — just the Speech button.

You won’t see the Desktop languages listed in the Windows choices. | don’t know why, but it’s true... they only
show the Mobile voices.

After installing, if you start P2A, go to the Voices tab and look in the dropdown. There, you'll see any new Desktop
voices added. In this case, we got Helena.
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